Soil moisture is an important aspect of heat transfer process and energy exchange between land-atmosphere systems, and it is a key link to the surface and groundwater circulation and land carbon cycles. In this study, according to the characteristics of the study area, an advanced integral equation model was used for numerical simulation analysis to establish a database of surface microwave scattering characteristics under sparse vegetation cover. Thus, a soil moisture retrieval model suitable for arid area was constructed. The results were as follows: (1) The response of the backscattering coefficient to soil moisture and associated surface roughness is significantly and logarithmically correlated under different incidence angles and polarization modes, and, a database of microwave scattering characteristics of arid soil surface under sparse vegetation cover was established.
Introduction
In the Earth system, surface soil moisture is an important factor in the process of energy exchange between the land and atmosphere and has a strong control effect on land surface evapotranspiration, water transport, and the carbon cycle [1, 2] . As an important component of the water cycle of terrestrial ecosystems [3] , soil moisture is the basic condition for plant growth and development, as well as an important indicator for studying plant water stress, monitoring drought conditions, and estimating crop yields. Therefore, accurate monitoring of soil moisture over a large area has great significance in the fields of hydrology, meteorology and agricultural science [4] . In China, the proportion of rain-fed farming in agriculture is quite large [5] , and soil moisture is an important indicator to characterize agricultural drought [6] , which has important guiding significance for agricultural drought monitoring and early warning [7, 8] . In some arid and semi-arid areas, such as Xinjiang, soil salinization has become an important land degradation factor that threatens the local ecological environment, hindering agricultural production and socioeconomic development in these areas. The occurrence of 
Observation Data
The soil sample sites were collected at a depth of 5 cm in July 2017, coinciding with the Sentinel-1 imagery acquisition times that were used. We used a random clustered sampling technique to allocate 94 sample sites in the Ugan-Kuqa River Delta Oasis. Each sample site should be representative of the soil surrounding a larger area, which contained five points and had a minimum distance of 2 km to the next site to avoid autocorrelation, while the sites were selected away the trails and consisted of homogenous land use types ( Table 1 ). The landscape in this region includes farms, rivers, wetlands, grassland, and bare soil surfaces. Soil data process was divided into two steps:
1) The soil sample of each site was uniformly mixed and placed into an aluminum box, which would be weighed and recorded, then transported back to the laboratory for drying until the soil was completely dehydrated, cooled to room temperature and weighed in a cool place, the soil moisture was calculated 2) The collected soil samples were transported to the laboratory, the plant and gravel impurities were removed after air drying, the soil was ground and sieved with a 0.5 mm aperture sieve, Figure 1 . Geographical location of the study area and the field monitoring sites.
(1) The soil sample of each site was uniformly mixed and placed into an aluminum box, which would be weighed and recorded, then transported back to the laboratory for drying until the soil was completely dehydrated, cooled to room temperature and weighed in a cool place, the soil moisture was calculated ( 2) The collected soil samples were transported to the laboratory, the plant and gravel impurities were removed after air drying, the soil was ground and sieved with a 0.5 mm aperture sieve, and then, physical and chemical analyses were conducted to measure soil texture and soil bulk density. With all-weather imaging capabilities, Sentinel-1 provides medium and high resolution terrestrial, coastal, and sea ice measurements with single and dual polarization, short revisit cycles, and strong interference capabilities for global high-resolution monitoring. It also provides technical support for long-term sequence soil moisture monitoring in the same area [38] . The data were downloaded from https://scihub.copernicus.eu/dhus/#/home.
The microwave data source used in this study is the dual-polarization (including VV and VH polarization modes) Sentinel-1 data. The data was acquired on 15 July 2017, which with the so-called interferometric wide swath mode at a spatial resolution of 5 m by 20 m. The azimuth width is 250 km. The Sentinel-1 image of the study area is an ellipsoid geocoded Ground Range Detected (GRDH), preprocessed by the SARscape 5.2.1 ® module developed by SARmap in ENVI 5.3 ® software. Following these procedures, the processed SAR data with a 20 m spatial resolution are projected onto WGS 1984 Universal Transverse Mercator (UTM) coordinates. The preprocessing of Sentinel-1 data are as follows:
(1) Multi-Look processing (generating power images) makes the image texture structure close to the real situation and reduces the speckle noise. (2) Filtering and denoising processing (refined-Lee filtering, 3 pixels by 3 pixel window) were performed to eliminate speckle noise. (3) Geocoding was performed, using digital elevation maps for geometric fine correction. (4) Radiation calibration was conducted to obtain the backscattering coefficient in the multipolarization mode of the target region.
Landsat-8 OLI Data
Landsat-8,which was launched in February 2013 by NASA, carries two sensors, the OLI Land Imager and the TIRS Thermal Infrared Sensor. For this study, OLI data from July 15, 2017 were downloaded from https://earthexplorer.usgs.gov/. The preprocessing of Landsat-8 OLI data includes radiation correction and atmospheric correction, which are conducted using the ENVI 5.3 ® software (Exelis Visual Information Solutions, Broomfield, CO, United States). Following these procedures, the processed OLI data with a 30 m spatial resolution are also projected onto WGS 1984 UTM coordinates. NDMI layer was created using band 5 (865 nm) and band 7 (2200 nm) using NDMI processor in ENVI. Furthermore, vwc layer was created using NDMI layer using band math processor in ENVI.
Methodology
In this paper, the Water-cloud Model and the AIEM were used to estimate the soil moisture in the Ugan-Kuqa River Delta Oasis. The Water-cloud Model is used to simulate the vegetation backscattering, and the AIEM is used to simulate the bare soil backscattering. The implementation of the two models soil moisture retrieval can be seen in Figure 2 , and detailed descriptions of the two models are introduced in the following sections. the two models soil moisture retrieval can be seen in Figure 2 , and detailed descriptions of the two models are introduced in the following sections. 
Water-Cloud Model
The backscattering coefficient obtained from the soil surface of saline soil covered by vegetation is affected by the roughness, soil moisture, salt content and vegetation. Therefore, to accurately extract the radar backscattering characteristics of the soil surface, the vegetation effect should be removed. In the actual situation of the surface coverage of the radar area, the sparse vegetation coverage area is larger than the farmland area. Therefore, the semi-empirical water-cloud model [39] was selected as the vegetation impact correction model. The water-cloud model contains two hypotheses: the vegetation layer is uniform and similar in size and shape, and it ignores multiple scattering between vegetation and the Earth's surface. The water-cloud model can be expressed as follows:
In the equations, ( ) is the backscattering coefficient of the underlying surface radar, ( ) is the backscattering coefficient of the vegetation layer radar, ( ) is the two-way vegetation radar backscattering coefficient of the soil surface after attenuation, ( ) is the doublelayer attenuation factor of the radar band penetrating the vegetation layer, vwc is the average water content of all vegetation in the pixel, and A and B are the correction values of vegetation moisture content parameters of different underlying surfaces [40] ( Table 2 ). Based on the actual situation and research focus of the study, the empirical parameters of all vegetation equations were selected, namely A=0.0009, B=0.032 [41] . 
In the equations, σ 0 con (θ) is the backscattering coefficient of the underlying surface radar, σ 0 veg (θ) is the backscattering coefficient of the vegetation layer radar, γ 2 σ 0 soil (θ) is the two-way vegetation radar backscattering coefficient of the soil surface after attenuation, γ 2 (θ) is the double-layer attenuation factor of the radar band penetrating the vegetation layer, vwc is the average water content of all vegetation in the pixel, and A and B are the correction values of vegetation moisture content parameters of different underlying surfaces [40] (Table 2 ). Based on the actual situation and research focus of the study, the empirical parameters of all vegetation equations were selected, namely A = 0.0009, B = 0.032 [41] . The influence of vegetation on radar backscattering coefficient is shown in Equation (4), and Equation (5) is the backscattering coefficient of the soil after removing the vegetation effect:
Advanced Integral Equation Model
The [21] , developed in 1992 by Fung et al. [16] . AIEM is more accurate and more widely applicable than the Kirchhoff model because it adds a compensation term to the Kirchhoff model. Therefore, whether the compensation term is accurate or not critically affects the accuracy of the IEM model. In the original IEM derivation, the Green's function in the compensation field coefficient and the phase in the gradient are simplified.
To calculate the compensation field coefficient more accurately, AIEM re-derived the remnant field strength coefficient and kept the absolute phase term of the Green's function and its gradient during the derivation, to deduce a more complete and accurate multiple scattering expression and single secondary scattering term. In addition, in calculating the two-station scattering coefficient of a random dielectric surface, the Fresnel reflection coefficient is usually assumed to be approximated by an incident angle or a zero degree angle in low and high frequency ranges. However, both approximations can only be applied to their respective valid ranges. These two approximations can be joined by a transition function, which is included in the AIEM model. The introduction of the absolute phase term of the Green's function and its gradient and introduction of the transition function during the derivation are two major improvements of AIEM [16, 19, [42] [43] [44] .
The form of AIEM is more complicated than the IEM description but is still algebraic; thus, it is faster to calculate and achieve better accuracy.
The AIEM model expression is as follows:
where pq is the polarization mode, k i is the spatial free wavenumber, δ is the root mean square height, W n k sx − k x , k sy − k y is the Fourier transform of the surface correlation function, k z = kcosθ i , k sz = ksinθ s , k x = ksinθ i cosϕ, k sx = ksinθ s cosϕ s , k y = ksinθ i sinϕ, k sy = ksinθ s cosϕ s , θ is the scattering angle, ϕ and ϕ s represent the incident azimuth and scattering azimuth, respectively, and F pq and f pq are Fresnel reflection coefficients (Γ pp ). The AIEM model redefines the Fresnel reflection coefficient (Γ pp ) to apply to any roughness condition. The relationship is as follows: The equation terms are defined as follows:
In the equation above, ε is the dielectric constant of soil and the relationship between ε and soil moisture is as follows:
In Equation (12), ρ b is the soil bulk density, ρ s is the soil density, ε s is the soil solid dielectric constant (approximately 4.7), ε f w is the pure water dielectric constant, and α and β are soil texture constants.
Results and Discussion

Analysis of Responses of the Backscattering Coefficient and Surface Parameters
When applying the AIEM model, the input parameters include the incidence angle, dielectric constant, root mean square height, and correlation length. For a certain radar system, the incidence angle can be obtained from the radar system header file; in practical applications, the relationships between the backscattering coefficient and the last three parameters are mainly considered.
Physical and chemical analyses of the soil samples collected in the study area revealed that the soil texture type of the area was mainly loam, and the remaining few types of textures were clay and sand. According to the measured soil texture average and the soil type classification map, the sandy clay loam is the soil type of the whole study area, where in the mass fractions of sand, powder and clay are 60%, 20% and 20%, respectively. The average soil bulk density in the target area was 1.4 g/cm 3 , and the dielectric constant of 5%-50% soil moisture was calculated in 3% step size to prepare the AIEM model to simulate the backscattering coefficient. The reference incidence angle is set as the centre incidence angle of the Sentinel-1 data, which is approximately 39 • .
Analysis of Relationship Between the Backscattering Coefficient and Soil Moisture
In the C-band (5.33 GHz), the AIEM model was used to simulate the relationship between five (0.3 cm, 0.5 cm, 0.7 cm, 1.1 cm, 1.5 cm) root mean square height backscatter coefficients and soil moisture, under the condition of an incident angle (θ) of 39 • , correlation length (l) of 15 cm, and two (VV and VH) polarization modes. The results are shown in Figure 3 .
In the C-band (5.33 GHz), the AIEM model was used to simulate the relationship between four (5 cm, 15 cm, 25 cm, 35 cm) correlation lengths backscatter coefficients and soil moisture, under the condition of an incident angle (θ) of 39 • , root mean square height (δ) of 0.5 cm, and two (VV and VH) polarization modes. The results are shown in Figure 4 .
As shown in Figures 3 and 4 , there is a significant nonlinear relationship between soil moisture and the backscattering coefficient. As the soil moisture increases, the backscattering coefficient increases continuously. Figure 3 shows that in the case of the same soil moisture, as the height of the root mean square increases, the backscattering coefficient also increases gradually. When the root mean square height is 1.5 cm, the backscattering coefficient reaches the minimum; Figure 4 shows that in the case of the same soil moisture, with increasing of the correlation length, the backscattering coefficient the AIEM model to simulate the backscattering coefficient. The reference incidence angle is set as the centre incidence angle of the Sentinel-1 data, which is approximately 39°.
In the C-band (5.33 GHz), the AIEM model was used to simulate the relationship between five (0.3 cm, 0.5 cm, 0.7 cm, 1.1 cm, 1.5 cm) root mean square height backscatter coefficients and soil moisture, under the condition of an incident angle (θ) of 39 °, correlation length (l) of 15 cm, and two (VV and VH) polarization modes. The results are shown in Figure 3 . In the C-band (5.33 GHz), the AIEM model was used to simulate the relationship between four (5 cm, 15 cm, 25 cm, 35 cm) correlation lengths backscatter coefficients and soil moisture, under the condition of an incident angle (θ) of 39°, root mean square height ( ) of 0.5 cm, and two (VV and VH) polarization modes. The results are shown in Figure 4 .
As shown in Figures 3 and 4 , there is a significant nonlinear relationship between soil moisture and the backscattering coefficient. As the soil moisture increases, the backscattering coefficient increases continuously. Figure 3 shows that in the case of the same soil moisture, as the height of the root mean square increases, the backscattering coefficient also increases gradually. When the root mean square height is 1.5 cm, the backscattering coefficient reaches the minimum; Figure 4 shows that in the case of the same soil moisture, with increasing of the correlation length, the backscattering coefficient gradually decreases. When the correlation length is 35 cm, the backscattering coefficient reaches the minimum. Figures 3 and 4 show that the logarithmic relationship between soil moisture and the backscattering coefficient remains constant at different root mean square heights and correlation lengths. Simulation analysis of soil moisture and backscattering coefficient was conducted. Figure 5 shows the functional expression between the backscattering coefficient and the soil moisture in two polarization modes (VV and VH), under the condition of the C-band, incident angle of 39°, root mean square height of 0.5 cm, and correlation length of 15 cm. From the response curve, it can be concluded that the backscattering coefficient and soil moisture show a good logarithmic relationship in both polarization modes, this relationship can be expressed by the following equation: Figures 3 and 4 show that the logarithmic relationship between soil moisture and the backscattering coefficient remains constant at different root mean square heights and correlation lengths. Simulation analysis of soil moisture and backscattering coefficient was conducted. Figure 5 shows the functional expression between the backscattering coefficient and the soil moisture in two polarization modes (VV and VH), under the condition of the C-band, incident angle of 39 • , root mean square height of 0.5 cm, and correlation length of 15 cm. Figures 3 and 4 show that the logarithmic relationship between soil moisture and the backscattering coefficient remains constant at different root mean square heights and correlation lengths. Simulation analysis of soil moisture and backscattering coefficient was conducted. Figure 5 shows the functional expression between the backscattering coefficient and the soil moisture in two polarization modes (VV and VH), under the condition of the C-band, incident angle of 39°, root mean square height of 0.5 cm, and correlation length of 15 cm. From the response curve, it can be concluded that the backscattering coefficient and soil moisture show a good logarithmic relationship in both polarization modes, this relationship can be expressed by the following equation: From the response curve, it can be concluded that the backscattering coefficient and soil moisture show a good logarithmic relationship in both polarization modes, this relationship can be expressed by the following equation:
The coefficient A pq in the equation has no relationship with the root mean square height and the correlation length.
We conclude that the specific expression of the roughness term should be determined when using the equation to retrieve soil moisture, and the inversion results of soil moisture can be obtained.
Analysis of the Relationship Between Backscattering Coefficient and Surface Roughness
Researchers have explored the relationship between the correlation length and the root mean square height and established an empirical equation between the root mean square height and correlation length [45] [46] [47] . Shi et al. [48] combined the root mean square height and correlation length into one parameter with a combined parameter expression of S R = (kδ)W. Oh et al. [14, 49] adopted the combined parameter δ/l to characterize the degree of surface roughness. Zribi et al. [50] used the combined roughness parameter Z s = δ 2 /l to invert the surface parameters, and these combination parameters achieved good results. In this study, combined parameters were used to represent the surface roughness because it can better characterize the roughness of the natural surface.
For an incident angle of θ = 39 • , the relationship between the C-band (5.33 GHz) backscattering coefficient and the surface roughness was analyzed. Figure 6 shows the response between the backscattering coefficient and the root mean square height under different correlation lengths (6, 10, 15, 20, 25 and 30 cm) and two polarization modes (VV and VH). Researchers have explored the relationship between the correlation length and the root mean square height and established an empirical equation between the root mean square height and correlation length [45] [46] [47] . Shi et al. [48] combined the root mean square height and correlation length into one parameter with a combined parameter expression of = ( ) . Oh et al. [14, 49] adopted the combined parameter ⁄ to characterize the degree of surface roughness. Zribi et al. [50] used the combined roughness parameter = ⁄ to invert the surface parameters, and these combination parameters achieved good results. In this study, combined parameters were used to represent the surface roughness because it can better characterize the roughness of the natural surface.
For an incident angle of θ = 39°, the relationship between the C-band (5.33 GHz) backscattering coefficient and the surface roughness was analyzed. Figure 6 shows the response between the backscattering coefficient and the root mean square height under different correlation lengths (6, 10, 15, 20, 25 and 30 cm) and two polarization modes (VV and VH). Figure 6 shows that for different correlation lengths, regardless of the VV or VH polarization conditions, the response relationship between the backscattering coefficient and the root mean square height increases with increasing RMS height; over 0.9 cm, this trend tends to saturate or decrease as the root mean square height increases. The analysis indicates that this trend is not related to the correlation length. The establishment of this relationship is the basis for retrieving the surface roughness using the radar backscatter coefficient. Due to this response relationship, this paper only discusses the response of the combined roughness parameter Zs to the backscattering coefficient from 0.3-0.9 cm and 0.3-2.5 cm for HH polarization (Figure 7) . Figure 6 shows that for different correlation lengths, regardless of the VV or VH polarization conditions, the response relationship between the backscattering coefficient and the root mean square height increases with increasing RMS height; over 0.9 cm, this trend tends to saturate or decrease as the root mean square height increases. The analysis indicates that this trend is not related to the correlation length. The establishment of this relationship is the basis for retrieving the surface roughness using the radar backscatter coefficient. Due to this response relationship, this paper only discusses the response of the combined roughness parameter Z s to the backscattering coefficient from 0.3-0.9 cm and 0.3-2.5 cm for HH polarization (Figure 7 ).
height increases with increasing RMS height; over 0.9 cm, this trend tends to saturate or decrease as the root mean square height increases. The analysis indicates that this trend is not related to the correlation length. The establishment of this relationship is the basis for retrieving the surface roughness using the radar backscatter coefficient. Due to this response relationship, this paper only discusses the response of the combined roughness parameter Zs to the backscattering coefficient from 0.3-0.9 cm and 0.3-2.5 cm for HH polarization (Figure 7) . Figure 7 shows that when the root mean square height is from 0.3-0.9 cm, the correlation coefficient between the combined roughness parameter Z s and the backscattering coefficient is 0.958, and the correlation between the two is in the range of 0.3-2.5 cm. The coefficient is only 0.303. This shows that under the C-band condition, the root mean square height is 0.3-0.9 cm, and there is a good logarithmic relationship between the combined roughness parameter and the backscattering coefficient. When the local table roughness range is large, it cannot be simple. The logarithmic relationship is used to describe the relationship between the combined roughness parameter and the backscatter coefficient. The analysis shows that the logarithmic model is suitable for areas with low surface roughness, which is consistent with the actual situation of the study area.
Based on the above analysis, the relationship between the backscattering coefficient σ 0 and the combined roughness parameter Z s can be expressed as:
The coefficient B in the equation is independent of the water content.
Constructing the Soil Moisture Inversion Model
The relationship between the soil moisture and backscatter coefficient is:
The coefficient A in the equation is independent of the surface roughness under certain incident angle conditions. The relationship between the backscattering coefficient and the surface combination roughness parameter is as follows:
From these two equations, the relationship between backscattering coefficient and soil moisture and surface roughness can be given by:
The coefficients A(θ), B(θ), and C(θ) in the equation are only related to the magnitude of the incident angle and are a function of the incidence angle θ. Therefore, to reproduce the soil moisture, the exact expressions of the coefficients A(θ), B(θ), and C(θ) should be determined. To determine the expressions of these three coefficients, the AIEM model was used to simulate incident angles θ of 11 • -61 • , the soil moisture mv was 5%-50%, the root mean square height was 0.3-0.9 cm, and the correlation length is 5-30 cm. The step angle of the incident angle was 2 • , the step size of the soil moisture was 3%, the step height of the root mean square was 0.1 cm, and the step length of the relevant length was 3 cm. Using the least squares method to perform nonlinear fitting, the specific values of A(θ), B(θ), C(θ) under each incident angle condition were calculated (Tables 3 and 4 ) and a nonlinear regression was performed on these data [51, 52] to obtain an expression of A(θ), B(θ), C(θ) with respect to the incidence angle. Therefore, as long as the incidence angle information can be obtained from the radar images, the soil moisture inversion model can be constructed.
Removing the Vegetation Effect
Vegetation Water Content (vwc) is the moisture content of vegetation per unit area, which is usually obtained by drying vegetation in field investigations. To dynamically monitor vegetation moisture content in a wide range of underlying surfaces, scholars have proposed many remote sensing parameters [53] including the NDVI, water index (WI), normalized difference water index (NDWI), and simple ratio index [54] [55] [56] . Among those, the best simulated effect is the Normalized Difference Moisture Index (NDMI). In the Ugan-Kuqa River Delta Oasis, scholars have used optical remote sensing imagery to invert the water content of the plant. Nigra [41] used this model to invert the vegetation water content of the Ugan-Kuqa River Delta Oasis. The inversion accuracy was in line with the actual situation, indicating that the model has good universality in the Ugan-Kuqa River Delta Oasis. The vegetation water content extraction model is as follows [41] :
Based on the Landsat-8 OLI data, the above equations were used to invert the vegetation water content information of the target area (Figure 8 ). Figure 8 shows that, in the study area of the Oasis-Desert Ecotone, where the area with larger water content are mainly concentrated in farmland and marginal oases. The water content of vegetation is more than 1 kg/m 2 , the crops have better upswing.The water content of vegetation outside the oasis is lower, most of which are less than 0.5 kg/m 2 , Most of the vegetation in this area is halophytes and shorter shrubs. From the periphery of the oasis to the desert area, the water content of the vegetation is significantly reduced, and the water content of the farmland in the interlaced zone is significantly lower than that inside the oasis, indicating that the vegetation has poor potential or low vegetation coverage, consistent with the actual situation. Based on the Landsat-8 OLI data, the above equations were used to invert the vegetation water content information of the target area (Figure 8 ). Figure 8 shows that, in the study area of the OasisDesert Ecotone, where the area with larger water content are mainly concentrated in farmland and marginal oases. The water content of vegetation is more than 1 kg/m 2 , the crops have better upswing.The water content of vegetation outside the oasis is lower, most of which are less than 0.5 kg/m 2 , Most of the vegetation in this area is halophytes and shorter shrubs. From the periphery of the oasis to the desert area, the water content of the vegetation is significantly reduced, and the water content of the farmland in the interlaced zone is significantly lower than that inside the oasis, indicating that the vegetation has poor potential or low vegetation coverage, consistent with the actual situation.
To remove the influence of vegetation water content on the radar backscattering coefficient and ensure the radar data is sufficient, the resolution of the radar image resampling and oblique ground distance was 20 m, and the Landsat OLI data was resampled to 20 m. Different data source images have the same spatial resolution. Using Equation (5), the backscattering coefficients of the two polarization modes after removing the vegetation effect are obtained, and the results are shown in Figure 9 . To remove the influence of vegetation water content on the radar backscattering coefficient and ensure the radar data is sufficient, the resolution of the radar image resampling and oblique ground distance was 20 m, and the Landsat OLI data was resampled to 20 m. Different data source images have the same spatial resolution. Using Equation (5), the backscattering coefficients of the two polarization modes after removing the vegetation effect are obtained, and the results are shown in Figure 9 . 
Remote Sensing Inversion of the Spatial Distribution of Soil Moisture
Reference to Equations (18)- (23) and according to the incidence angle data extracted from the radar image data header file, expressions in both polarization modes can be obtained:
Mathematical operations were performed on the above equations to obtain the expressions for surface roughness and soil moisture: Mv = exp 3.972·σ 0 vv − 0.339·σ 0 vh + 2.475 10.623 (28) Referring to Equation (28) and based on the Sentinel-1 microwave data, the spatial distribution information of soil moisture in the study area were obtained by inversion (Figure 10 ), and their error metrics, i.e., bias, standard error (RMSE), and slope are listed in Table 5 . Reference to equations (18) (19) (20) (21) (22) (23) and according to the incidence angle data extracted from the radar image data header file, expressions in both polarization modes can be obtained: Referring to Equation (28) and based on the Sentinel-1 microwave data, the spatial distribution information of soil moisture in the study area were obtained by inversion (Figure 10) , and their error metrics, i.e., bias, standard error (RMSE), and slope are listed in Table 5 . In general, the accuracy of the soil moisture estimation is promising. The integrated bias, RMSE and slope are 0.039, 0.97, and 0.8894, respectively. A positive bias indicates that the retrieved soil moisture is systematically overestimated compared with the in situ measurements. The RMSE, which represent the absolute errors between the observations and simulations. Figure 10 shows that the soil water content is high in the northwest and low in the southeast. The high soil water content is mainly concentrated in the edge of the oasis, in some areas the water content can reach 30 %. The main reason is the vegetation coverage, which has a certain water storage capacity for water and there is also the impact of crop irrigation; the farther away from the oasis region, the lower the soil moisture content be, and the soil moisture content in some areas can less than 1 %, mainly due to the low vegetation coverage, serious desertification, and low soil water holding capacity and the evaporation is relatively high, leading to extreme drought. In order to verify the accuracy of the soil moisture model constructed in this paper, the Sentinel-1 radar image simulation values were correlated with the 0-10 cm surface soil measured values obtained from the field sampling experiments in the same study area. The results are shown in Figure  11 . In general, the accuracy of the soil moisture estimation is promising. The integrated bias, RMSE and slope are 0.039, 0.97, and 0.8894, respectively. A positive bias indicates that the retrieved soil moisture is systematically overestimated compared with the in situ measurements. The RMSE, which represent the absolute errors between the observations and simulations. Figure 10 shows that the soil water content is high in the northwest and low in the southeast. The high soil water content is mainly concentrated in the edge of the oasis, in some areas the water content can reach 30%. The main reason is the vegetation coverage, which has a certain water storage capacity for water and there is also the impact of crop irrigation; the farther away from the oasis region, the lower the soil moisture content be, and the soil moisture content in some areas can less than 1%, mainly due to the low vegetation coverage, serious desertification, and low soil water holding capacity and the evaporation is relatively high, leading to extreme drought.
In order to verify the accuracy of the soil moisture model constructed in this paper, the Sentinel-1 radar image simulation values were correlated with the 0-10 cm surface soil measured values obtained from the field sampling experiments in the same study area. The results are shown in Figure 11 . Figure 11 shows that the correlation coefficient between the measured soil moisture and inversion of soil moisture content reached 0.8488, which was significantly correlated, indicating that the soil moisture inversion model established in this study can meet the requirements in the study area. Thus, AIEM model is suitable for soil moisture inversion in the Ugan-Kuqa River Delta Oasis. 
Conclusions
This study mainly investigates the relationship between the radar backscattering coefficient and system parameters (polarization mode, incidence angle) and surface parameters (soil moisture content, surface roughness) under multiband, multi-angle and multipolar conditions. The relationships between the radar backscattering coefficient and soil moisture, the root mean square height and combined roughness parameters were analyzed, the optimal parameters to invert the surface parameters were selected, and the salinization suitable for arid areas can be proposed using an empirical model for soil radar inversion of surface soil moisture. Based on this study, the following conclusions can be drawn: 1) Under different root mean square heights and correlation lengths, the backscattering coefficients of both VV and VH polarization modes have a good logarithmic relationship with soil moisture, and the relationship remains unchanged. Under the given incident angle, the backscattering coefficient is independent of the surface roughness and is a function of the soil moisture content. 2) According to the actual situation of the study area, the surface roughness parameters are used to characterize the surface roughness, and the relationship between the combined roughness and the backscatter coefficient was analyzed. Under the smooth surface (root mean square height 0.3-0.9 cm), there is a dominant logarithmic relationship model between the two; under the rough surface (root mean square height is 0.9-2.5 cm), the logarithmic relationship cannot simply be used to describe the relationship between the two, and it is necessary to determine a suitable model. Figure 11 shows that the correlation coefficient between the measured soil moisture and inversion of soil moisture content reached 0.8488, which was significantly correlated, indicating that the soil moisture inversion model established in this study can meet the requirements in the study area. Thus, AIEM model is suitable for soil moisture inversion in the Ugan-Kuqa River Delta Oasis.
This study mainly investigates the relationship between the radar backscattering coefficient and system parameters (polarization mode, incidence angle) and surface parameters (soil moisture content, surface roughness) under multiband, multi-angle and multipolar conditions. The relationships between the radar backscattering coefficient and soil moisture, the root mean square height and combined roughness parameters were analyzed, the optimal parameters to invert the surface parameters were selected, and the salinization suitable for arid areas can be proposed using an empirical model for soil radar inversion of surface soil moisture. Based on this study, the following conclusions can be drawn:
(1) Under different root mean square heights and correlation lengths, the backscattering coefficients of both VV and VH polarization modes have a good logarithmic relationship with soil moisture, and the relationship remains unchanged. Under the given incident angle, the backscattering coefficient is independent of the surface roughness and is a function of the soil moisture content. (2) According to the actual situation of the study area, the surface roughness parameters are used to characterize the surface roughness, and the relationship between the combined roughness and the backscatter coefficient was analyzed. Under the smooth surface (root mean square height 0.3-0.9 cm), there is a dominant logarithmic relationship model between the two; under the rough surface (root mean square height is 0.9-2.5 cm), the logarithmic relationship cannot simply be used to describe the relationship between the two, and it is necessary to determine a suitable model. 
